KRUHOVA VODOMERNA
SACHTA PLASTOVA

LITINOVY POKLOP D400, 600)(600\

VIKO DJ 1200/280
PREFABRIKAT

OBETONOVANI JIMKY
BETONEM C16/20, TL. 150mm

PLASTOVA VODOMERNA SACHTA
SIRKY 1200mm

PODKLADNI DESKA TL. 150mm
Z BETONU C 16/20

PODKLAD ZE STERKOPISKU
TLOUSTKY 100mm
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VODOMERNA SESTAVA
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VNITRNI
VODOVOD
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PRITOK

svétlost dle profilu pfipojky \ . ‘ svétlost dle profilu pfipojky

VODOMER ZPRAVIDLA DODAVA PROVOZOVATEL VODOVODNI SITE.
L — VYNECHANA DELKA PRO MONTAZ VODOMERU:

pro vodomé&r Q =2,5m3/hod — 195mm

* PREVLEGNA MATICE 1" pro pFipojenT vodom&ru Qu =2,5m3/hod

PRUCHOZI UZAVER (LZE POUZIT | KULOVY)
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FEREMAN Kancelar:
Technelogy spel. s @, Praha 5, Tréglova 795, 152 00, tel.:+420777249826
Investor:  Mésto Tynec nad Sazavou PROJEKTANT | Ing.Cuba
K N&kiT 404, 257 41 Tynec nad Sdzavou VYPRACOVAL | Ing.Cuba
Stavba: STUPERN DPS
EOV TYNEC NAD SAZAVOU < czer | 20130106
DOSTAVBA DOSAZOVACI NADRZE I AT 1/2013
Priloha: B. INZENYRSKE OBJEKTY MERITKO 1:15
SO 04 PRELOZKA UZITKOVE VODY, VODOMERNA SACHTA | &PRILOHY 1.6.
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